
CROSS SECTIONAL VIEW

SOIL SUBGRADE

CONCRETE THICKNESS

AND REINFORCEMENT PER

STRUCTURAL ENGINEER'S

SPECIFICATION FOR

THE APPLICATION
FLOOR SLAB THICKNESS,

OR 4" MIN. [100mm],

OR SPECIFICATION

(WHICHEVER IS GREATER)

T =

T

MONOLITHIC

CONCRETE POUR

(ACCEPTABLE)

EXPANSION JOINT

BOTH SIDES

(PREFERRED)

LOCK DOWN BOLT

LOCK TOGGLE

ANCHOR BOLT

SEE ABOVE FOR ACTUAL

FRAME & GRATE SECTIONS

PLAN

SECTION

512AF

PLAN

SECTION

513AF 514AF

PLAN

SECTION

515AF

PLAN

SECTION

ANCHOR RIB

INDEPENDENTLY

ANCHORED FRAME

ALFA CHANNEL®

502 GRATE

  510AF

ANCHOR
 FRAME

503 GRATE
  510AF

ANCHOR
 FRAME

504 GRATE
505 GRATE

FRAME AND GRATE

ADD 1.2" [31mm] TO

OVERALL DEPTH

OF CHANNEL

NOTE:

T

T

6.1"
155mmT T

4.9"
124mm

19.6"
497mm

FRAME AND
GRATE LENGTH

5.5"
140mm

GRATE
WIDTH

FRAME
WIDTH

©

PART:

FILE:(800) 433-1119 Barium Springs, NC  28010

MultiDrain Systems, Inc.
Manufacturers of  MultiDrain®  &  EconoDrain®

to others for manufacturing or for any other purpose except as specifically authorized in writing by MultiDrain Systems, Inc.

Proprietary rights of MultiDrain Systems, Inc. are included in the information disclosed herein. The recipient, by accepting this document,

agrees that neither this document nor the information disclosed herein nor any part thereof shall be copied, reproduced or transferred

AC-2510AF-00

2512AF  2513AF
2514AF  2515AF

ALFA CHANNEL® SYSTEM
DUCTILE IRON FRAME & GRATES

PRODUCT DRAWING 2006 MultiDrain Systems, Inc.

0 2" 4" 6" 8" 12" 16"

GRAPHIC SCALE BAR


