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SUMP UNITS AND ACCESSORIES TABLE   

ULMA Linear Drainage Channel type OCULTO10: External width 140 mm, inside diameter 100mm and overall 
height 140 mm to collect rainwater in 1 metre long units.

The channel does not have grating. Channel of one piece only. 

OCULTO10

GRATINGS 

AOCULTO100S 
+ AU100

AOCULTO100S 
+ AEURO100

ACCESS UNIT 
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Code
L  

(mm)
H 

(mm)
Width 
 (mm)

OCULTO100RM 500 140 140

Material Design Load Code
L  

(mm)
Width  
(mm)

Thickness   
(mm)

Units  
(x LM) 

POLYMER C. SINGLE SLOT A15 HPR100KCAM 500 110 30 2

ACCESS UNIT GRATING  

OCULTO 100RM

LOAD CLASS   

UP TO A15 

EN-1433 STANDARD

Channel L 
(mm)

H 
(mm)

Width  
(mm) 

Ø Outlet* 
(mm) Hydraul. Section  

 (cm2) Pcs. / Pallet
Z X Vert. Hor.

OCULTO10 1000 140 140 100 110 110 78,5 56

Code L  
(mm)

H
(mm)

Width 
(mm)

Ø Outlet  (mm)
Sump Units Bucket

Lateral Front

AOCULTO100S + AU100 500 675 140 110/160 110 2 CU100

AOCULTO100S  

+ AEURO100 500 438 140 90/110 90 2 CEURO100

HPR100KCAM polymer concrete grating is locked on the AOCULTO 100S sump unit and OCULTO 100RM maintenance element using a locking bar. 

GALVANIZED STEEL 
BUCKET *

Code

COCULTO100

*Only applicable if 2 sump units are installed.

*Vert. and horiz. outlets on order. 

HPR100KCAM


