. ™
MAX M NI TDS MAX MINI CHANNEL DRAIN
W/GRATE

FAST DRAINAGE -+ QUICK SOLUTIONS

RECESS CHANNEL 4 FROM TOP
OF CONCRETE.
CONC./STONE PAVERS ——

11" MIN. PAVER SETTING BASE —
4" MIN. BASE MATERIAL —

COMPACTED SOIL
7.4 x 31 BRICK ON EDGE SPACED

@ 36" O0.C. TOALLOW FOR CONC.
UNDER CHANNEL.

4" NOM. MONOLITHIC CONC.
POUR TO ENCASE CHANNEL.

#3 REBAR x 12" LONG. TO SECURE
LATERAL CHANNEL MOVEMENT
@ BRICK LOCATIONS.

WIRE TIE AT REBAR STAKE
LOCATION TO CHANNEL (DRILL
HOLE) TO ARREST VERTICAL
MOVEMENT.

HTDS

TRENCH DRAIN SYSTEMS

ENGINEERING DEPT.
610-638-1221

TDS MAX MINI CHANNEL TYPICAL INSTALLATION engineering@trenchdrain.com

LIGHT VEHICULAR TRAFFIC INSTALLATION. (PAVERS) BRICK SUSPENSION METHOD.
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