
ULMA 

Drainage Solutions

Residential/ Commercial

Catch Basins

ULMA Catch Basins come in two

options, standard size and shallow. 

The basins feature side and end 

knockouts for PVC outlets. The catch 

basins are bulit with a stainless steel 

protective edge. A trash basket for easy 

clean out is available for the ease of 

routine maintenance.  
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Features

� Simple, Leak-Tight Design

� Countless Grate Options

� Low Permeability

� Easy to Assemble

� Chemical Resistance

� Pool & Spa

� Parking Lots

� Sports Fields

� Pedestrian Areas

� Driveways

� Municipal

� Kennels

Applications
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U100 M100 HYDROPLUS/Mini

The Urban series U100, U100K, 

U100KX drains are made 

with a polymer concrete channel. 

An ideal drainage solution for load 

class ratings A-C including 

commercial, pedestrian parking, 

and sports applications. These are 

metric and pre-sloped systems. 

U100K features a built-in galvanized 

steel edge. U100KX has a built-in 

stainless steel edge.  

The Mini series M100, M100K, 

M100KX drains are made with a 

polymer concrete channel. An ideal 

drainage solution for load class A-C 

including residential, pedestrian, 

shower buildings and internal garage

applications. These are shallow 

neutral metric systems. M100K 

features a galvanized steel edge 

while the M100KX has a stainless 

steel edge.  

The HYDROPLUS is a polypropylene, 

polyethylene (PP/PEHD) plastic 

system. The HYDROPLUS Mini is the

shallow option for this series. This

neutral metric system offers a wide range 

of grate options and is an economical 

option that comes in one meter channels. 
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U100K M100K

Features

� Simple, Interlocking Design

� Lightweight

� Easy to Assemble or Modify

� Channel Dimensions

     - Length:1 meter (39.37�)

     - Width: Outside- 130mm (5.43�)

                   Inside- 100mm (3.94�)

     - Height: HYDRO- 148mm (5.83�)

          Mini- 84mm (3.30�)

Features

� No Edge or w/ Galvanized or Stainless 

Steel Integrated Edge

� Pre-Sloped System

� Channel Dimensions

    - Length: 1 meter (39.37�)

    - Width: Outside- 130mm (5.11�)

        Inside- 100mm (3.94�)

    - Height: Varies

 

Features

� Shallow Neutral Channels

� No Edge or w/ Galvanized or Stainless

Steel Integrated Edge

� Channel Dimensions

     - Length: 1 meter (39.37�)

     - Width: Outside- 130mm (5.11�)

         Inside- 100mm (3.94�)

     - Height: 80mm (3.14�)

HYDROPLUS

Mini

HYDROPLUS

   - Grate Options -


