
NEOPRENE GASKET
MAX TEMP: 180F

HW 0001 SS
HEX HEAD CAP SCREW
5/16-24 x 1.00"

HW 0002 SS
HEX NUT
5/16-24

HW 0001 SS

HW 0002 SS

NEOPRENE GASKET

TDS HW PK SS600 INSTALLATION PACKS PROVIDE A 
GASKET AND MOUNTING HARDWARE FOR EACH 
CHANNEL CONNECTION.

HW PK SS600 TDS SS600 INSTALLATION HARDWARE PACK

HW PK SS600 3.5 SHOWN FOR REFERNCE

CHANNEL INLET END OUTLET END

SS0600N HW PK SS600 3.5 HW PK SS600 3.5

SS0601 HW PK SS600 3.5 HW PK SS600 4.0

SS0602 HW PK SS600 4.0 HW PK SS600 4.5

SS0603 HW PK SS600 4.5 HW PK SS600 5.0

SS0604 HW PK SS600 5.0 HW PK SS600 5.5

SS0605 HW PK SS600 5.5 HW PK SS600 6.0

SS0605B HW PK SS600 5.5 HW PK SS600 6.0

SS0605H & SS0605N HW PK SS600 6.0 HW PK SS600 6.0

SS0605NB HW PK SS600 6.0 HW PK SS600 6.0

SS0606 HW PK SS600 6.0 HW PK SS600 6.5

SS0607 HW PK SS600 6.5 HW PK SS600 7.0

SS0608 HW PK SS600 7.0 HW PK SS600 7.5

SS0609 HW PK SS600 7.5 HW PK SS600 8.0

SS0610 HW PK SS600 8.0 HW PK SS600 8.5

SS0610B HW PK SS600 8.0 HW PK SS600 8.5

SS0610H & SS0610N HW PK SS600 8.5 HW PK SS600 8.5

SS0610NB HW PK SS600 8.5 HW PK SS600 8.5

SS0611 HW PK SS600 8.5 HW PK SS600 9.0

SS0612 HW PK SS600 9.0 HW PK SS600 9.5

CHANNEL  NUMBER CHANNEL - INLET 
END

CHANNEL - INLET 
END

SS0613 HW PK SS600 9.5 HW PK SS600 10.0

SS0614 HW PK SS600 10.0 HW PK SS600 10.5

SS0615 HW PK SS600 10.5 HW PK SS600 11.0

SS0615B HW PK SS600 10.5 HW PK SS600 11.0

SS0615H & SS0615N HW PK SS600 11.0 HW PK SS600 11.0

SS0615NB HW PK SS600 11.0 HW PK SS600 11.0

SS0616 HW PK SS600 11.0 HW PK SS600 11.5

SS0617 HW PK SS600 11.5 HW PK SS600 12.0

SS0618 HW PK SS600 12.0 HW PK SS600 12.5

SS0619 HW PK SS600 12.5 HW PK SS600 13.0

SS0620 HW PK SS600 13.0 HW PK SS600 13.5

SS0621 HW PK SS600 13.5 HW PK SS600 14.0

SS0622 HW PK SS600 14.0 HW PK SS600 14.5

SS0623 HW PK SS600 14.5 HW PK SS600 15.0

SS0624 HW PK SS600 15.0 HW PK SS600 15.5

SS0625 HW PK SS600 15.5 HW PK SS600 16.0

SS0625B HW PK SS600 15.5 HW PK SS600 16.0

SS0625H & SS0625N HW PK SS600 16.0 HW PK SS600 16.0

SS0625NB HW PK SS600 16.0 HW PK SS600 16.0
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DISCLAIMER - The customer and the customer’s architects, engineers, consultants, and other professionals are completely responsible for the selection installation and maintenance 
of any product purchased from Trench Drain Systems and/or its manufacturers. TRENCH DRAIN SYSTEMS MAKES NO WARRANTY, EXPRESS OR IMPLIED, AS TO THE SUITABILITY, 
DESIGN, MERCHANTIBILITY, OR FITNESS OF THE PRODUCT FOR CUSTOMERS APPLICATION. The drawing and information provided remain the property and copyright of the 
manufacturer listed. The manufacturer reserves the right to modify specification without notice.
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